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translator. It shall be the responsi-
bility of the translator licensee to fur-
nish current information to the tele-
vision station licensee for this purpose.

(c) A low power TV station shall
comply with the station identification
procedures given in §73.1201 when lo-
cally originating programming, as de-
fined by §74.701(h). The identification
procedures given in paragraphs (a) and
(b) are to be used at all other times.

(d) Call signs for low power TV and
TV translator stations will be made up
of the initial letter K or W followed by
the channel number assigned to the
station and two additional letters. The
use of the initial letter generally will
follow the pattern used in the broad-
cast service, i.e., stations west of the
Mississippi River will be assigned an
initial letter K and those east, the let-
ter W. The two letter combinations fol-
lowing the channel number will be as-
signed in order and requests for the as-
signment of the particular combina-
tions of letters will not be considered.
The channel number designator for
Channels 2 through 9 will be incor-
porated in the call sign as a 2-digit
number, i.e., 02, 03, . . . ., so as to avoid
similarities with call signs assigned to
amateur radio stations.

(e) Low power TV permittees or li-
censees may request that they be as-
signed four-letter call signs in lieu of
the five-character alpha-numeric call
signs described in paragraph (d) of this
section. Parties requesting four-letter
call signs are to follow the procedures
delineated in §73.3550 of this chapter.
Such four-letter call signs shall begin
with K or W; stations west of the Mis-
sissippi River will be assigned an ini-
tial letter K and stations east of the
Mississippi River will be assigned an
initial letter W. The four-letter call
sign will be followed by the suffix ‘-
LP.”

(f) TV broadcast booster station shall
be identified by their primary stations
by broadcasting of the primary sta-
tion’s call letters and location in ac-
cordance with the provisions of §73.1201
of this chapter.

[41 FR 1756562, Apr. 27, 1976, as amended at 47
FR 21502, May 18, 1982; 562 FR 7424, Mar. 11,
1987; 52 FR 31405, Aug. 20, 1987; 59 FR 31557,
June 20, 1994; 63 FR 71604, Dec. 29, 1998]

§74.785

§74.784 Rebroadcasts.

(a) The term rebroadcast means the
reception by radio of the programs or
other signals of a radio or television
station and the simultaneous or subse-
quent retransmission of such programs
or signals for direct reception by the
general public.

(b) The licensee of a low power TV or
TV translator station shall not re-
broadcast the programs of any other
TV broadcast station or other station
authorized under the provisions of this
Subpart without obtaining prior con-
sent of the station whose signals or
programs are proposed to be retrans-
mitted. The FCC, Attention: Video Di-
vision, Media Bureau, shall be notified
of the call letters of each station re-
broadcast, and the licensee of the low
power TV or TV broadcast translator
station shall certify it has obtained
written consent from the licensee of
the station whose programs are being
retransmitted.

(c) A TV translator station may re-
broadcast only programs and signals
that are simultaneously transmitted
by a TV broadcast station.

(d) A TV booster station may re-
broadcast only programs and signals
that are simultaneously transmitted
by the primary station to which it is
authorized.

(e) The provisions of §73.1207 of part
73 of this chapter apply to low power
TV stations in transmitting any mate-
rial during periods of program origina-
tion obtained from the transmissions
of any other type of station.

(Sec. 325, 48 Stat. 1091; 47 U.S.C. 325)

[28 FR 13722, Dec. 14, 1963, as amended at 47
FR 21502, May 18, 1982; 52 FR 31405, Aug. 20,
1987; 63 FR 33879, June 22, 1998; 67 FR 13234,
Mar. 21, 2002]

§74.785 Low power TV digital data
service pilot project.

Low power TV stations authorized
pursuant to the LPTV Digital Data
Services Act (Public Law 106-554, 114
Stat. 4577, December 1, 2000) to partici-
pate in a digital data service pilot
project shall be subject to the provi-
sions of the Commission Order imple-
menting that Act. FCC 01-137, adopted
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§74.801

April 19, 2001, as modified by the Com-
mission Order on Reconsideration, FCC
02-40, adopted February 12, 2002.

[67 FR 9621, Mar. 4, 2002]

Subpart H—Low Power Auxiliary
Stations

§74.801 Definitions.

Cable television system operator. A
cable television operator is defined in
§76.5(cc) of the rules.

Low power auxiliary station. An auxil-
iary station authorized and operated
pursuant to the provisions set forth in
this subpart. Devices authorized as low
power auxiliary stations are intended
to transmit over distances of approxi-
mately 100 meters for uses such as
wireless microphones, cue and control
communications, and synchronization
of TV camera signals.

Motion picture producer. Motion pic-
ture producer refers to a person or or-
ganization engaged in the production
or filming of motion pictures.

Television program producer. Tele-
vision program producer refers to a
person or organization engaged in the
production of television programs.

(Sec. 5, 48 Stat. 1068; 47 U.S.C. 155)

[42 FR 14729, March 16, 1977, as amended at 43
FR 14662, Apr. 7, 1978; 51 FR 4603, Feb. 6, 1986;
51 FR 9966, Mar. 24, 1986; 54 FR 41842, Oct. 12,
1989]

§74.802

(a) Frequencies within the following
bands may be assigned for use by low
power auxiliary stations:

26.100-26.480 MHz

54.000-72.000 MHz

76.000-88.000 MHz

161.625-161.775 MHz (except in Puerto Rico or
the Virgin Islands)

174.000-216.000 MHz

450.000-451.000 MHz

455.000-456.000 MHz

470.000-488.000 MHz

488.000-494.000 MHz (except Hawaii)

494.000-608.000 MHz

614.000-806.000 MHz

944.000-952.000 MHz

Frequency assignment.

(b) Operations in the bands allocated
for TV broadcasting, listed below, are
limited to locations removed from ex-
isting co-channel TV broadcast sta-
tions by not less than the following

47 CFR Ch. | (10-1-02 Edition)

distances unless otherwise authorized
by the FCC. (See §73.609 for zone defini-
tions.)

(1) 54.000-72.000 MHz and '76.000-88.000
MHz:

Zone 1105 km (65 miles)
Zones II and III 129 km (80 miles)

(2) 174.000-216.000 MHz

Zone I97 km (60 miles)
Zones II and IIT 129 km (80 miles)

(3) 480.000-608.000 MHz and 614.000—
806.000 MHz

All zones 113 km (70 miles)

(c) Specific frequency operation is re-
quired when operating within the
bands allocated for TV broadcasting.

(1) The frequency selection shall be
offset from the upper or lower band
limits by 25 kHz or an integral mul-
tiple thereof.

(2) One or more adjacent 26 kHz seg-
ments within the assignable fre-
quencies may be combined to form a
channel whose maximum bandwidth
shall not exceed 200 kKHz.

(d) Low power auxiliary licensees
will not be granted exclusive frequency
assignments.

[62 FR 2535, Jan. 23, 1987]

§74.803 Frequency selection to avoid
interference.

(a) Where two or more low power
auxiliary licensees need to operate in
the same area, the licensees shall en-
deavor to select frequencies or sched-
ule operation in such manner as to
avoid mutual interference. If a mutu-
ally satisfactory arrangement cannot
be reached, the Commission shall be
notified and it will specify the fre-
quency or frequencies to be employed
by each licensee.

(b) The selection of frequencies in the
bands allocated for TV broadcasting for
use in any area shall be guided by the
need to avoid interference to TV broad-
cast reception. In these bands, low
power auxiliary station usage is sec-
ondary to TV broadcasting and land
mobile stations operating in the UHF-
TV spectrum and must not cause harm-
ful interference. If such interference
occurs, low power auxiliary station op-
eration must immediately cease and
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